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1. Assessment 

The assessment for the Carpentry and Joinery Occupational Specialism component consists of a 
practical assignment that includes an assignment brief and then a number of tasks for the 
candidate to complete. Tasks are assessed by assessment themes that cover a range of 
knowledge and skills from the performance outcomes. They are designed to allow judgement of 
the candidate to be made across different categories of performance. 

 
The assessment for this component has been allocated a set number of marks against each 
assessment theme, based on weightings recommended by stakeholders of the qualification. This 
mark allocation remains the same for all versions of the assessments, ensuring consistency across 
assessment versions and over time. 
 
The live Occupational Specialism assessment materials must be used in conjunction with 
the ‘TQ Occupational Specialism assessment process guide’, this is available on the T 
Levels Resource Hub.    
 

https://email.cityandguilds.com/t/1LRT-85OHE-8N0WAH-51I02D-1/c.aspx
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Performance outcomes 
The weightings for each performance outcome will remain the same for every version of the 
practical assignment. This ensures the appropriate depth and breadth of knowledge and skills for 
each specialism can be reliably assessed in every version and meets the needs of industry while 
keeping comparability between each assessment over time. 

 

Assessment objective Typical Knowledge and skills Approximate 

weighting 

Prepare for the 

production of 

complex timber-based 

building products and 

structures 

Displays knowledge and practical skills to identify 

information requirements from a brief e.g. size, 

shape, function, budget. 

Interpret drawings, specifications, and schedules. 

Use questioning techniques to obtain and clarify 

information required. 

Calculate lengths and angles required to meet 

specification. Measure length, area, and volume. 

Produce scaled drawings by hand in plan, 

elevation, and section. 

Produce cutting lists. Inspect materials. Mark 

out measurements on to timber- based 

products and sheet materials. 

Inspect equipment e.g. calibrated, serviceable. 

Estimate resource requirements e.g. time, 

materials, equipment availability. Follow a method 

statement including production and installation 

details and communicate plans to stakeholders 

effectively. 

30% 

Produce complex 

timber- based 

components 

Demonstrates the knowledge and skills to 

research information required for producing 

complex components. Carry out geometrical 

calculations relating to complex 3D shapes e.g. 

area, volume, and length. Protect integrity, quality, 

and conditioning of materials during handling and 

storing. Use woodworking machinery, equipment, 

and tools including hand and power tools. Create 

templates and work holding jigs. Produce test 

pieces e.g. sample. Feed materials into 

equipment using work piece support and safety 

aids. Produce complex shapes. Set up and adjust 

machinery. Label and prepare components. 

30% 

Assemble 

complex timber-

based products 

Demonstrates the knowledge and skills to assess 

suitability of information provided. Use tools and 

equipment to assemble components to form 

products. Join timber- based components to other 

timber-based components and to non-timber-

based 
components including fixtures and fittings. 

20% 

 
  



T Level Practical Assignment – Carpentry and Joinery: Assessor Pack  

Level 3 4 

 

 

2. Task guidance 
 

General task guidance 

 
Read ALL information carefully before the assessment. 
 
The following documents, available on the City & Guilds website, provide essential generic guidance 
for providers delivering T level Technical Qualifications (TQs) and must be referred to alongside this 
guidance:  

• T level Technical Qualifications – Teaching, Learning and Assessment Guide  
• TQ Occupational Specialism Assessment Process Guide  

 
Ensure you are familiar with the following documentation before you undertake the assessment of 
candidates:  

• Practical Observation (PO) template  
• Peer review (PR) form (where applicable)  
• Templates provided for tasks (where applicable) 
• Marking grids   

All work carried out should be to industry standards, undertaken in a safe manner and compliant 
with relevant regulations. If a candidate fails to carry out the activities in a safe manner, the 
assignment should be suspended until this aspect is corrected.  

 
This assignment is designed to require the candidate to make use of their knowledge, understanding 
and the practical skills they have built up over the course of their learning to tackle 
tasks/problems/challenges.  This approach to assessment emphasises to candidates the importance 
and applicability of the full range of their learning to practice in their industry area and supports them 
in learning to take responsibility for transferring their knowledge, understanding and skills to the 
practical situation, fostering independence, autonomy and confidence.   
 

During the learning programme, it is expected that tutors will have taken the opportunity to set 
shorter, formative tasks that allow candidates to be supported to independently use the learning they 
have so far covered, drawing this together in a similar way, so they are familiar with the format, 
conditions and expectations of the assessment.  
 

Candidates should be made aware during learning what the assessment themes are and how they 
are implemented in marking the assignment, so they will understand the level of performance that will 
achieve them high marks.  
 

Candidates should not be entered for the assessment until the end of the course of learning for the 
qualification, so they are in a position to complete the assessment successfully.  
  
Health and safety  
Candidates must not be entered for assessment without being clear of the importance of working 
safely and having attended sufficient practical training to be able to work safely. The assessor must 
immediately stop an assessment if a candidate works unsafely. At the discretion of the assessor, 
depending on the severity of the incident, the candidate may be given a warning. If they continue to 
work unsafely, risking the safety of themselves or others however, their assessment must be ended, 
and they must retake the assessment in a future series after significant further training has taken 
place. Any warnings issued to a candidate must be considered as part of the marking process and 
recorded on the candidate record form (CRF). Any actions that have led to that warning must be 
detailed on the CRF so they can be considered along with the other evidence when applying the 
descriptors in the mark scheme.  
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Compliance with timings  
Due to the nature of this assessment, the maximum time allowances provided must be adhered to. 
They refer directly to assessment time, not any additional setting up times the provider needs to 
create an appropriate assessment environment.  
 

It is the provider’s responsibility to plan sufficient assessment sessions as stated in each of the tasks, 
under the appropriate conditions, within the assessment window, to allow candidates reasonable time 
to complete the assessment tasks.   
 

Where candidates are required to plan their work, they should have their plans confirmed for 
appropriateness in relation to the time allocated for each task, to ensure their planning has not left 
them with too short a time to complete the tasks safely. Any planning that is not appropriate must be 
recorded on the candidate record form (CRF) as part of the marking process.  
 

Candidates should be allowed sufficient time to fully demonstrate the range of their skills, however 
this also needs to be reasonable and practicable. Candidates should be allowed to overrun their own 
planned timings in order for evidence of a range of their skills to be captured. If, however, the time 
required exceeds the maximum time allowance for the task, the provider must stop the assessment 
and base the marking on the evidence up to that point.  
 

Assessor candidate ratios  
Where the tutor/assessor is required to carry out observation of performance, detailed, descriptive 
notes must be recorded on the practical observation (PO) form provided. The provider has the 
flexibility to adapt the form to suit local requirements (e.g. to use electronic and hand-written formats) 
as long as this does not change or restrict the type of evidence collected.   
  
The number of candidates an assessor will be able to observe at one time will vary depending on 
local conditions relating to:   

• monitoring and maintaining safety during assessment  
o any specific hazards related to the task that pose a risk of harm in relation to the 

competence of the candidates  
o availability of supervisory staff to support the assessor  

• the practicalities of collecting evidence  
o the complexity of evidence collection for the task  
o whether there are any peak times where there is a lot of evidence to collect that will 

need additional support or any that are quieter which may be eased through staggered 
starts etc  

o local conditions e.g.   
▪ layout of the assessment environment and sufficient assessor line of sight to 

task activity throughout the assessment period  
▪ amount of additional support available (e.g. to capture image/video evidence)  
▪ availability of suitable workspaces/bays or of shared resources and equipment.  

  
Providers are advised to trial the planned arrangements during formative assessment, reviewing the 
quality of evidence captured and manageability. It is expected that for straight forward observations, 
with favourable local conditions and support, (and unless otherwise specified) no more than six 
candidates will be observed by a single assessor at one time, and the number will usually be fewer 
than this maximum. The key factors to consider are the logistics of collecting sufficient evidence and 
ability to remain working safely in the assessment environment.   
  
A timetable of assessments and layout of the workspaces must be available for the moderator on 
request. This should detail: 

• the candidates being assessed at each workstation,   
• the assessor(s) and   
• support staff present   
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Time 

The time allocated for the completion of the tasks and production of evidence for this 

assessment is 27 hours. Timings for completion of specific tasks are outlined below. 

• Task 1 - 7 hours 

• Task 2 - 10 hours 

• Task 3 - 8 hours 

• Task 4 - 2 hours 

Adhesive setting and queuing times for machines not included in the times allocated. 

 

General task requirements 

• The assignment brief and any associated documents should be released to candidates at the 
start of the first scheduled task assessment. Candidates should be provided with 30 minutes 
of non-assessed time at the start of this session to read and review the brief, before being 
provided the first task. It must be made clear to candidates when the 30 minutes of non-
assessed reading and review time starts and ends.    

• Each task must only be released to candidates at the start of the scheduled assessment 
session for that individual task. 

• Each task will provide details of what evidence must be submitted on the completion of the 
task. Additional evidence which must also be submitted will be detailed within the task.   

• Candidates should be advised that approximate word counts, or page lengths have been 
given within the task guidance in order to act as a guide to support the completion of the 
tasks. These are provided as a guide only, and there will be no penalisation of marking based 
on if the word count or page length is above or below the indicative guidance provided.   

• Candidates are not permitted to bring any existing notes or materials completed prior to the 
assessment into any of the assessment sessions.  

• Candidates must be reminded that their work submitted, including drawings, sketches and 
calculations are legible and appropriately labelled with name and task, evidence can either be 
word processed or handwritten. Any electronic evidence produced must have a clear file 
name and easily identifiable to the task and candidate.  

• Candidates are permitted to have copies of their final evidence from previous tasks in 
subsequent assessment sessions. The use of this evidence is solely to support candidates to 
refer to previous work. The purpose of only providing copies is to ensure that candidates are 
unable to rework any of their previous responses.  

• When working under supervised conditions for longer sessions, breaks can be facilitated 
outside of the controlled conditions, ensuring the room is locked and all candidates have 
vacated once the break begins. All materials must be kept securely during the break. 

• If the task completion runs over more than one session, candidates must be reminded that no 
assessment information can be shared or discussed with other candidates. 

• Candidates must be made aware that plagiarism is not allowed. 

• Candidates must be made aware of City & Guilds position on the use of Artificial Intelligence 
(AI) Position Statement on AI | City & Guilds 

• Where evidence is created using software which has the potential for cloud-based retrieval or 
sharing this feature should be disabled where possible (e.g. in software settings or through 
restriction of internet connection). Where not possible, candidates must be reminded that the 
evidence submitted for the tasks can only be generated within the scheduled assessment 
times and also of the implications of sharing or plagiarising content from cloud-based content. 

• After the production of evidence, both the assessor and candidate must sign declarations of 
authenticity. 

• Where the candidate or assessor is unable to or does not confirm authenticity through signing 
a declaration form, the work will not be accepted and a mark of zero will be given. If any 
question of authenticity arises, the Provider may be contacted for justification of 
authentication. 

 

https://www.cityandguilds.com/delivering-our-qualifications/position-statement-on-ai
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Task specific guidance 
 
Each task should be administered separately and in order unless instructions state otherwise, and 
each task should be completed and submitted by all candidates before moving onto the next. 

Where a candidate is required to update or refer to a document from a previous task, the document 
provided to them should be a copy of the original submitted evidence. This can be a hard copy or 
electronic. Candidates must not be permitted access to their original document from previous task, 
this is to prevent candidates reworking submitted evidence. Any annotations or amendments to the 
copy should be made in a different colour text or tracked electronically (e.g. tracked changes) for 
marking and moderation purposes and saved in a secure location with an appropriate file name.  

Providers are not permitted to supply candidates with templates e.g. risk assessment for any task 
unless specified.  
 

 

Task 1- Prepare and plan for the production of complex timber-based products 
 

Assessor guidance  
Candidates should be provided with the assignment brief and given time to plan for the 

construction of a lean to roof, with a flat roof dormer complete with a gothic arch window. 

a) Plan for the carpentry and joinery work of a disused church 

• Candidates are required to detail the materials required, take measurements of the working 

area to calculate quantities of materials needed and provide reasoning why they are 

requesting these resources. 

• It is expected that candidates will produce a materials list and a method statement planning 

their works and a risk assessment. 

• A template for the method statement, materials list, cutting/component list, and risk 

assessment has been included within this resource/assignment pack, centres should 

provide candidates with a template at the beginning of this assignment. 

• Candidates are required take measurements of the working area to establish the run of the 

roof, calculate lengths and angles and the quantities of materials needed and provide 

reasoning why they are requesting these resources. 

 

b) Set out and produce head templates for the window and pattern rafter for the roof 

construction  

c) Communicate the rod detail to the project manager 

• You will act as the customer during the presentation and record any feedback on the 

assessor feedback form 

• Candidates must complete this activity prior to carrying out the works. 

• If candidates provide plans that are not fit for purpose it is expected that the assessor will 

intervene and provide necessary feedback and corrections to the plans prior to the candidate 

carrying out the tasks, however this should be commented on in the marking documentation 

and reflected in marks awarded. 

 
Evidence  

• Method statement  

• Risk assessment 

• Material list also containing tools and equipment 

• Cutting/component list 
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• Setting out rod, cutting and components list and head templates of window 

• Setting out wall plate and ridge board/ produce pattern rafter ready for roof construction 

• Site measurements establishing the run of the roof, calculations of lengths/angles and 
quantity of materials required 

• Communicate/present the rod detail prior to manufacture 

 

The communication of the rod detail should not exceed 15 minutes. 

 
 
Additional evidence for this task: 

• Assessor observations 
o Measurements of the site location/work area to be confirmed by the assessor 

through observation at the start of the planning activity. 
o Head template of the window prior to manufacture - observations to include 

working with tolerances 
o Pattern rafter ready for the roof construction - observations to include working 

with tolerances 
o Rod production and presentation of the rod detail to the project manager  

 
 
Resources 

• Drawing equipment and materials 

• Graph paper 

• Trammel heads and beam 

• Measuring equipment 

• Sheet materials appropriate to making a rod and templates/patterns 

• Tools and machines to produce the template/pattern 
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Task 2 - Produce complex timber-based products 
 

Assessor guidance  

• Candidates must be provided with their plans from task 1 at the beginning of this assessment. 

• They are required to complete the work as described in the assignment brief specifications, 
for the production of components for the gothic arched window and cut roof. 

 
Evidence  

• Jointed and moulded window components ready for assembly 

• First common rafter for main roof 
 
Additional evidence of candidate performance that must be captured for marking: 

• Assessor observations 
o Marking out (face marks, mortice/shoulder lines, gauging lines) 

o Jointed components, joints prior to dry fitting (shoulder lengths, and in 
comparison to marking out) 

o  Rafter construction, start, during and at end 
 
 
To support the comments made within the Practical Observation the assessor must capture the 

following photographs and videos that must be submitted as supporting evidence for each candidate.  

 

Photographic evidence which shows: 

• various stages to show candidates progress against the task  

o jointed components, joints prior to dry fitting (shoulder lengths, and in 
comparison, to marking out) 

o completed rafter construction (Close up front, side elevation. 
 

Video evidence which shows: 

o production of rafter construction at the start and toward its completion. 
 
 

Resources 

• Poplar timber to produce window 

• Whitewood timber and plywood to produce roof 

• Marking out tools and equipment 

• Hand and power tools to produce joints 

• Access to machines to produce profiles and shaped components for the window 
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Task 3 - Assemble and finish complex timber-based products 
 

Assessor guidance  

• Candidates are required to complete the work as described in the assignment brief 

specifications, for the assemble and finish of the gothic arched window and roof. 

 
Evidence  

• Finished gothic arched window ready for decorative finish 

• Roof complete with dormer ready for window to be fitted 
 
Additional evidence of candidate performance that must be captured for marking: 

• Assessor observations of: 

o Window: 

▪ The finished gothic arched window for quality of finish 

o Roof: 

▪ The finished roof for quality of finish 
 

 

To support the comments made within the Practical Observation the assessor must capture the 

following photographs and videos that must be submitted as supporting evidence for each candidate.  

 

Photographic evidence which shows: 

• various stages to show candidates progress against the task  

- Window: 

▪ finished faces, including inside faces 
▪ faces and all joints of the window showing fit of joints (close up 

include tolerances) 

- Roof: 

▪ roof showing fit of rafters’ top and bottom (close up showing tolerances) 

 
Video evidence which shows: 

- Window: 

▪ gothic arched window in construction and at completion with quality of finish shown 

- Roof: 

▪ the roof in construction and at completion with quality of finish shown 

▪ dormer in construction and at completion with quality of finish shown  

 
Resources 

• Tools and equipment for dry fitting the cheeks and shoulders of components 

• Assembly tools and equipment, for providing a level surface, cramping, and driving fixings 

• Fixing tools and equipment for the rafters and flat roof 
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Task 4 - Install complex timber-based products and components 
 

Assessor guidance  

• Candidates are required to complete the work as described in the assignment brief 

specifications, for the installation of the gothic arched window to the dormer 

 
Evidence  

• Gothic arch window fitted to dormer opening 
 

 
Additional evidence of candidate performance that must be captured for marking: 

• Assessor observations 

o Gothic arch window fitted to dormer   
 
 
To support the comments made within the Practical Observation the assessor must capture the 

following photographs and videos that must be submitted as supporting evidence for each candidate.  

 

Photographic evidence which shows: 

• various stages to show candidates progress against the task:  

o horns cut off and finish to the ends (close up) 

o plumb and level of window fitting into the dormer (close up showing tolerances 
 
Video evidence which shows: 

• gothic arched window fitting into the dormer 
 
Resources 

• Fixing and levelling tools and equipment 
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3. Marking 

 
Guidance on marking 

Please refer to the TQ Occupational Specialism Assessment process guide  document for 
further information on gathering evidence suitable for marking and moderation, and on using the 
marking grid and forms. 

 

The Candidate Record Form (CRF) is used to record: 

• details of any guidance or the level of prompting the candidate has received during the 
assessment period 

• rough notes bringing together relevant evidence from across tasks during marking 

• summary justifications when holistically coming to an overall judgement of the mark for 
each performance objective and overall 

• if an assessment has to be stopped on the grounds of Health and Safety or if a candidate 
has been working in an unsafe manner. 

 

The Practical Observation form (PO) is used to record: 

• descriptive information and evidence of candidate performance during an observation. 
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4.  Marking grid 
 
There is a marking grid for each assessment theme that must be assessed as part of this occupational specialism assessment. The individual 
statements within the band descriptors should be treated together to make one whole descriptor and not separately. 

 

Assessment Theme: Health and Safety  

 
Guidance for markers 

Evidence from Task 1, 2, 3 and 4 should be used to assess performance against this assessment theme. 

 

Task 1  

Risk Assessment 

 

Task 2 

Assessor observation  

• Following safe procedures for the production of timber-based products 

 

Task 3 

Assessor observation 

• Following safe procedures for the assemble and fix of components 

 

Task 4 

Assessor observation  

• Following safe procedures for the Installation of item  

 

Note: where 
there is 
insufficient 
evidence to 
award a mark, a 
zero mark may 
be given 

Band 1 descriptor  

 

Band 2 descriptor  

 

Band 3 descriptor  

 

Total marks 
per sub 
assessment 
theme 

Total marks 
per 
assessment 
theme 
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Indicative 
content  

Typical knowledge, understanding and skills: 

▪ To produce a risk assessment and risk management plan for all the tasks. 

▪ Identify the main risks and hazards for each task and detail the mitigations that will be used to reduce the risks and 
hazards and identify low risk hazards that may occur during the task(s) and mitigate for these as they arise. 

▪ Follow the risk plan through the tasks. 

▪ Maintain a tidy work area throughout the tasks. 

▪ Correct PPE is identified and worn at all times and as designated in their risk assessment plans (If unsafe working 
occurs the assessment is to be stopped immediately). 

▪ Whilst working through tasks, adhere to a risk assessment plan, adjust it correctly if required, following safe working 
practices throughout and keep work areas clean and tidy, all in accordance with current regulations and legislation. 

Marks per band 1-3 4-6 7-9  9 

 Risk assessment is complete 
and covers the key 
risk/hazard factors.  
 

Risk assessment is complete 
and covers a good range of 
risk/hazard factors. 
 

Risk assessment is 
complete, detailed and 
clearly identifies all the 
associated risk/hazard 
factors.  

  

Risk mitigation methods are 
limited. Likelihood against 
probability has been 
attempted but lacks 
reasoning. 

Risk mitigation methods have 
been identified for some of the 
potential risks/hazards, but not 
all. 

Risk mitigation methods are 
detailed and have been 
clearly identified for all 
potential risks/hazards.  

Health and safety is followed 

during preparation and 

throughout tasks so that all 

work is completed safely but 

when working some low-

risk hazards were missed. 

 

Consideration is given to 
potential for harm and 
probability factors. 
Health and safety is followed 
during preparation and 
throughout tasks and all work 
completed safely. 
 

Potential for harm and 
probability factors have been 
identified throughout. Health 
and safety is followed during 
preparation and throughout 
tasks and all work completed 
safely. Risks and hazards 
that occur during the tasks 
are correctly mitigated 
against as they arise. 
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Assessment theme: Design and planning 
 
Guidance for markers 

Evidence from Task 1, 2, 3 and 4 should be used to assess performance against this assessment theme. 

 

Task 1  

• Method statement 

• Tool, equipment and materials list 

• Cutting/component list 

• Rod 

• Head template 

• Pattern rafter 

 

Assessor observation  

• Work area/site measurements 

• Communication of rod detail prior to manufacture 

 

Task 2 

Assessor observation as detailed in Assessment theme Produce complex timber-based products 

Task 3 

Assessor observation as detailed in Assessment theme Assemble and fix components 

Task 4 

Assessor observation as detailed in assessment theme Installation of item 
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Note: where there 
is insufficient 
evidence to award 
a mark, a zero 
mark may be given 

Band 1 descriptor  

 

 

Band 2 descriptor  

 

 

Band 3 descriptor  

 

 

Total marks 
per sub 
assessment 
themes 

Total marks 
for 
assessment 
theme 

Indicative content Typical knowledge, understanding and skills: 

• To produce detailed planning documents that include a method statement, materials list and a cutting/components list 

• The method statements should be detailed and comprise planning for all the tasks being carried out, with logically 

sequencing. It should also contain reasoning/justification appropriate to specification brief showing attention to 

timeliness and the quality of the finished work(s).  

• The material list and should comprise a list of all required materials, tools and equipment needed to meet the 
specification brief using accurate terminology.  

• The cutting/component list should specify all the items required including Grade or type of timber and other materials 
including C16 or similar and type of plywood required. 

• Take measurements from an allocated space/work area and produce a template/pattern for the rafter with correct 
positioning of joints and showing use of pitch line and appropriate joint selections. 

• Produce a rod for the window complete with all required joint and sectional detail required for production and present this 
to the project manager. 

Marks per band 1-2 3-4 5-6 6 18 

Documents Planning documents are brief 
and show minor inaccuracies 
in technical knowledge. The 
tasks have been set out but 
with some inaccuracies in 
sequencing. Any justifications 
and reasoning are given in 
isolation and do not clearly 
link to the tasks. 
 

Planning documents are 
clear with good detail and 
demonstrate accurate 
technical knowledge. The 
tasks have been set out in 
a logical sequence. 
Justification and reasoning 
are provided linking to the 
tasks, with only minor 
gaps. 

Planning documents are 
thorough, detailed and 
demonstrate 
comprehensive technical 
knowledge and the tasks 
are set out in a logical 
order. Comprehensive 
justifications and reasoning 
are given and link directly 
to the tasks. 
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Tools, equipment, and 
materials list shows some 
structure of displaying the key 
components required to 
perform the task with 
quantities attempted. Limited 
and in some cases 
inaccurate descriptions. 

Tools, equipment, and 
materials list is clear and 
logical and identifies most 
of the components and 
quantities required to 
perform the tasks.  
 

Tools, equipment, and 
materials list is detailed 
and includes all materials, 
tools and equipment and 
quantities required to 
perform the tasks with 
detailed descriptions. 

Marks per band 1-2 3-4 5-6 6 

Setting out details 
by rod 

Work area measurements 
have been taken but with 
some inaccuracies. 
 
 

Work area measurements 
have been taken with only 
minor inaccuracies. 
 
 

Work area measurements 
have been taken accurately 
using the correct methods 
and double checked. 
 

 

Rods contain key detail, but 

some lines are missing with 

drawing inaccuracies. 

Dimensionally accurate 

within 3 mm, sectional 

detail within 2 mm 

 

Rods contain sufficient 
detail and are 
dimensionally accurate 
within 2 mm, section 
detail within 1 mm 

Rods are comprehensive, 
clear, and accurate within 1 
mm 

Joint positions are accurate in 

most instances but some of 

the jointing proportions are 

incorrect. 

 

Joint positions are accurate, 
with most joint proportions 
accurate.  
 

All joint detail and joint 
proportions are accurate. 

 

Communication of the rod 
details is brief and lacked 
clarity. Use of positive body 
language, terminology and 
interaction was limited. 

Communication of the rod 
details is fluid with minor 
lapses in detail, positive body 
language and terminology. 
 

Communication of the rod 
details is clear 
comprehensive, interactive 
with positive body language 
and correct terminology 
throughout. 
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Marks per band 1-2 3-4 5-6 6  

Transfer shape 
using 
template/pattern 

 

Templates/patterns are 
complete but with some 
inaccuracies (within 3 mm of 
the rod dimension and 
shape). 

 

 

Templates/patterns are 
complete and are 
sufficiently accurate (within 
2 mm of the rod 
dimension and shape). 

 

 

Templates/patterns are 
complete, accurate with 
smooth regular surfaces 
and match the rod (within 
1 mm of the rod 
dimension and shape). 
 
 

  

Template and patterns do not 
fully meet specified 
tolerance. 

Templates and patterns 
meet specified tolerance. 

Templates and patterns 
exceed specified 
tolerance. 
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Assessment theme: Produce complex timber-based products 
 
Guidance for markers 

Evidence from Task 2 should be used to assess performance against this assessment theme. 

 

Task 2  

Assessor observation  

• Use of tools equipment and machinery 

• Production of timber-based products  

 
Additional supporting evidence 
Photographic and/or video evidence are stated in the specific task guidance for each task within the assessor pack. 

 
 

Note: where 
there is 
insufficient 
evidence to 
award a mark, a 
zero mark may 
be given 

Band 1 descriptor  

 

 

Band 2 descriptor  

 

 

Band 3 descriptor  

 

 

Total marks 
per sub 
assessment 
themes 

Total marks 
for 
assessment 
theme 

Indicative 
content 

Typical knowledge, understanding and skills: 

• Correctly produce complex timber-based components/products to specification with attention to: 

o Accurate calculations  

o Accurate marking out 

o Correct use tools and machinery in line with health and safety regulations and manufacturer’s instructions  

o Joinery marking out within 2mm between shoulders 

o Joint positions within 2mm (but within 2mm parallel)  

o Finished components within 2mm of rod  

o Attention paid to face and edge 

o Joinery marked out in pairs 

o Material profile (rebate and moulding) to be within 1mm of specified section 

o Rafters marked out within 3mm, centres within 3mm and camber of rafters considered 

• Work completed with minimum errors and minimal wastage of materials/timber.  
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Marks per 
band 

1-5 6-10 11-15 15 27 

Produce 
complex timber-
based 
structures  

Sequence of work followed a 
logical approach but with 
some oversights. Attention 
to detail was maintained for 
most of the task but with 
some lapses. 
 
 

Sequence of work followed a 
logical approach with good 
attention to detail in the task 
with only minor lapses. 

 

Sequence of work was efficient 
and logical throughout with 
full attention to detail  

 

 
 

  

Calculations made but with 
some inaccuracies which has 
affected the final finish. 

 

Calculations are mostly 
accurate and do not affect the 
final finish. 

 

Calculations are consistently 
accurate. 

 

Limited attempt at 
removal/rectification of 
defects. 

 

Most of the defects 
removed/rectified appropriately. 

 

Defects removed/rectified 
effectively.  

 

Sectional detail meets most 
of the specified tolerances. 

 

Sectional detail meets 
specified tolerance. 

 

Sectional detail exceeds 
specified tolerance. 

 

Joints cut correctly with 
dimensions correct within 3 
mm (shoulder to shoulder). 

 

Joints cut correctly with all 
dimensions correct within 2 
mm (shoulder to shoulder). 

 

Joints cut correctly with all 
dimensions correct within 1 
mm (shoulder to shoulder). 

 

Some errors requiring 
replacement timber which 
affected the overall quality of 
the finish (no more than 2 
replacement timber 
required). 
 

 

Minor errors requiring 
replacement timber made with 
a sound quality finish (1 
replacement timber 
required). 

High quality results with no 
mistakes made, to an excellent 
quality finish (no replacement 
timber required). 
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Marks per band 1-2 3-4 5-6 6 

Use of hand and 
power tools  

Selection of tools correct 
most of the time but with 
some errors. 
 
 

Selection of tools correct, for 
most of the task requirements 
with handling skills shown 
most of the time. 
 
 

Selection of tools correct with 
excellent handling skills. 
 
 

 

Correct handling skills some 
of the time, but incorrect 
techniques used affected 
the overall quality of the 
finished product. Limited 
attention given to tool 
maintenance. 
 

Attention given to tool 
maintenance and product was 
finished to a good standard. 
 

Tools were well maintained 
throughout the task, resulting 
in a high-quality product. 
 

Marks per band 1-2 3-4 5-6 6 

Use of 
machinery  

Evidence of inspection of 
the machines prior to use, 
but instances of incorrect 
set up, which had to be re-
set before use. Adequate 
attention given to safety 
aids with some initial 
hesitation. 

 

 

Full inspection of the 
machines and accurate set 
before use, sound attention 
to the safe use of the 
machines with little 
hesitation. 

 

 

Comprehensive inspection of 
the machines and thorough 
set before use, including 
inspecting for faults. 

 

 
 

 

Machines used safely. 
Machine profiling and 
jointing operation attempted 
but some inaccuracies 
needing considerable 
adjustment. 

 

Machines used safely. 

Machine profiling and 
jointing operations carried 
out with only minor 
adjustments. 

Accomplished and safe use 
of machines. High quality 
profiling and jointing 
operations produced with 
little need for dry fitting. 
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Assessment Theme: Assemble and fix components 
 
Guidance for markers 

Evidence from Task 3 should be used to assess performance against this assessment theme. 

 

Task 3  

Assessor observation  

• Dry fit and adjustment of components 

• Assemble and fix components 

 
Additional supporting evidence 
Photographic and/or video evidence are stated in the specific task guidance for each task within the assessor pack. 

 

 

 

Note: where 
there is 
insufficient 
evidence to 
award a mark, a 
zero mark may 
be given 

Band 1 descriptor  

 

 

Band 2 descriptor  

 

 

Band 3 descriptor  

 

 

Total marks 
per sub 
assessment 
themes 

Total marks 
for 
assessment 
theme 

Indicative 
content 

Typical knowledge, understanding and skills: 

• To dry fit, assemble and fix complex timber-based products and components to specification, including: 

o Correct use of tools and use of correct methods and techniques 

o Inside faces are cleaned up prior to assembly 

o Components checked against the setting out/rod/template/pattern 

o Finished joints with gaps not exceeding 1mm 

o Overall dimensions to be within 2mm of rod, and parallel within 2mm.  

o Joints wedged/pulled tight without movement.  

o Joinery square and without twist within 2mm 

• Demonstrate careful handling of components minimising damage on assembly and fixing of the finished item.  
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Marks per 
band 

1-3 4-6 7-9 9 18 

Dry fit and 
adjust 
components 

Adjustments completed but 
with some inaccuracies 
due to lapse in checking 
as dry fit progressed. 
 

Adjustments completed 
correctly, checking as dry fit 
progresses, joints considered 
as a whole. 

 

Adjustments completed 
correctly, thorough checks 
through the checks and 
consistently accurate 
adjustments. 
 

  

Selection of tools correct 
most of the time but with 
some incorrect usage. 

Selection of tools correct with 
confident use most of the time. 

 

Selection of tools correct 
displaying a high level of 
dexterity. 

Joints fitted as a stand-
alone rather than a whole 
resulting in some 
inaccuracies in fit. 

Considerable adjustments 
required due to 
inaccuracies 

 

Joints fit to the requirements of 
the brief. Some adjustments 
required due to some 
inaccuracies. 

Joints fit accurately to the 
requirements of the brief. 

Minimal adjustments required 

Marks per band 1-3 4-6 7-9 9 

Assemble/fix 
components 

Preparation attempted 
before commencing 
assembly but with some 
lapses. Tools, fixings 
equipment have been laid 
out, but the marking out 
was incomplete. 
 

Sound preparation before 
commencing assembly with 
marking out complete and 
most tools, equipment, and 
fixings to hand. 

 
 

Well prepared, everything to 
hand before assembly, 
components well organised. 

 

Some inaccuracies in 
assembly/fixings, not 
secured, with gaps in 
joints affecting the overall 
quality of finished product.  

 

Well assembled, secure, with 

some minor gaps. 

Assembly/fixing meets the 

specification requirements 
within standard tolerances 
and to a sound quality finish. 

Minimal gaps in joints. 
Assembly/fixings meets the 
specification requirements. 
Well-fixed to correct size and 
tolerance. The quality of the 
finished project is excellent. 
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Some joints have gaps 
greater than 1 mm 
joinery, 2 mm carpentry. 

 

Most joints minor gaps 
not exceeding 1 mm 
joinery, 2 mm 
carpentry. 

 

All joints tight, with minor gaps 
not exceeding 1 mm joinery, 
2 mm carpentry. 

 

Finished product has some 
damage due to lapses in 
protection. 

Finished product protected 
with minimal damage. 

 

Comprehensive protection of 
finished product with no 
damage. 

 

 
  



T Level Practical Assignment – Carpentry and Joinery Assessor Pack  

 Level 3 
25 

 

Assessment Theme: Installation of item  
 
Guidance for markers 

Evidence from Task 4 should be used to assess performance against this assessment theme. 

 

Task 4  

Assessor observation  

• Protection of installation items 

• Fixing and positioning of item 

 
Additional supporting evidence 

Photographic and/or video evidence are stated in the specific task guidance for each task within the assessor pack. 
 

Note: where there 
is insufficient 
evidence to award 
a mark, a zero 
mark may be given 

Band 1 descriptor  

 

Band 2 descriptor  

 

Band 3 descriptor  

 

Total marks 
per sub 
assessment 
theme 

Total marks 
per 
assessment 
theme 

Indicative content  Typical knowledge, understanding and skills: 

• To install complex timber-based structures and components, minimising damage, ensuring accuracy of installation and 

a quality of finish. 

 

Marks per band 1-4 5-8 9-12  12 

 Protection of item and area 
attempted during installation 
but with lapses resulting in 
some damage. 

 

Area protected and item 
handled carefully with any 
protection removed with care 
ensuring it is not damaged. 

Comprehensive care given to 
protect and clean area and 
protect the item from damage. 

 

  

Fixings carried out with 
some care but damage to 
faces evident. 
 

Fixings carried out with 
minimal damage to faces. 
 

Fixings carried out without 
damage to faces. 
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Positioning of the item 
attempted several times 
before plumb level and 
spacing correct. 
 

Positioning of the item is 
correct with correct 
plumb, level and spacing.  
 

Care shown to ensure the 
finished item is fitted to a 
high standard with correct 
plumb, level and spacing. 
 

Any ironmongery is fitted 
correctly but with prior some 
adjustment. 

Any ironmongery fitted is 
secure and fit for purpose. 

Any ironmongery is fitted 
securely, screws not 
damaged and appropriate 
conventions followed. 
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Assessment Theme: Quality inspection 

 
Guidance for markers 

Evidence from Task 4 should be used to assess performance against this assessment theme. 

 

Task 4  

Assessor observation  

• Inspection of completed work 

 
 

Note: where there 
is insufficient 
evidence to award 
a mark, a zero 
mark may be given 

Band 1 descriptor  

 

Band 2 descriptor  

 

Band 3 descriptor  

 

Total marks 
per sub 
assessment 
theme 

Total marks 
per 
assessment 
theme 

Indicative content  Typical knowledge, understanding and skills: 

• Carry out a complete inspection/quality check on finished timber-based structures/products/installations on completion. 

 

Marks per band 1-2 3-4 5-6  6 

 Inspection/quality checks 
attempted but with lapses 
and limited attention to the 
final installed work. 

 

Inspection/quality checks 
completed with only minor 
lapses to the final installed 
work. 

Inspection/quality checks 
are comprehensive with no 
lapses to the final installed 
work. 
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5. Links to Maths, English and Digital Skills 

 
 

The table below indicates where each of the General Maths, English and Digital Competencies 
have been integrated into the assignment tasks. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 

 

Task Skills 

Task 1  

 EC1, EC2, EC3, EC5, EC6 

MC1, MC2, MC3, MC4, MC8, MC9, MC10 

DC1, DC2, DC5 

Task 2  

 MC1, MC2, MC3, MC4, MC7, MC10 

Task 3  

 MC1, MC2, MC7 

Task 4  

 MC1, MC2, MC7 
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